Polar Candela Distribution
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Filename: F15574_JENNY-8X1-FT45_C14436_JENNY-HLD-A-
BLK_Nichia_NV4W144AM_SIMULATED_IESNA 18
Manufacturer: Ledil Oy IS 0;..
Luminaire: F15574_JENNY-8X1-FT45_C14436_JENNY-HLD-A- 18" \
BLK_Nichia_NV4W144AM_SIMULATED 37 ;
Luminaire Cat: F15574_JENNY-8X1-FT45_C14436_JENNY-HLD-A- e
BLK_Nichia_NV4W144AM_SIMULATED
Lamp: Nichia_NV4W144AM 73
Lamp Cat: F15574_JENNY-8X1-FT45_C14436_JENNY-HLD-A- 92
BLK_Nichia_NV4W144AM_SIMULATED 10
Lamp Output: 1 lamp, rated Lumens/lamp: 100 ™ _lrs’l;ng: %?;Bq_:?o
Max Candela: 102.8 at Horizontal: 345°, Vertical: 49° HW-0°H
Input Wattage: 1 W -50°H
Luminous Opening: Rectangle w/Luminous Sides (L: 0.28M, W: 0.04M, H: 0.02M)
Test: Zemax
Test Date: 23 Feb 2018
Test Lab: Zemax
FLASHAREA: 0.003072
Photometry : Type C
Nema Type: 6 X 4
Roadway Summary Flood Summary
Cutoff Classification: SEMICUTOFF Efficiency Lumens Horizontal Vertical
Distribution: TYPE II, VERY SHORT Spread Spread
Max Cd, 90 Deg Vert: 2.9 Field (10%): 67.9%  67.9 111.6 68.4
Max Cd, 80 to <90 Deg: 3.0 Beam (50%): 31.3% 31.3 68.9 23.6
Lumens % Lamp Total: 78.1%  78.1
Downward Street Side: 72.6 72.6%
Downward House Side: 5.5 5.5%
Downward Total: 78.1 78.1%
Total Lumens: 78.1 78.1%
Isolux Plot IsoCandela Plot
6 5 4 2 2 1 1] il 2 3 4 c -g0®  -e0%  -40° -z0° 0% : 20 40 g0®
i : | House Side ‘
c T - i
SN
3 it
I
1 T
Typel ! : 5
I S I F A S e - | [V S T I e SIS
| s 2L ___________________
2 TypeIII . ; ; -40°
3 - o TS S el e Sl el el
LT 200 O I 60
4 O
= H R -80°
. RIS : :
9 |2 &2 Street Side W Cd: 92, 90% Cd: 41, 40%
5. 30 L 35 LY 0.2 LU Cd: 77, 75%: W Cd: 31, 30%:
& LS ' o ' L=t
Mol LU 0.1LU% Total LLF: 0,69 m Eﬂ: E% ES.{:" m Eﬂ: fé’ fgo::"
WS 0.5L0x M S0% Max Cd N 2 et .
Distance in units of maount height (Z0M) --- Max Cd -~~~ Point of Max Cd: 102.8

130=

1209

110=
100=
sl
an=
Foe

E0=

SIS

a0




