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Filename: C14164_STRADA-2X2-ME-WIDE1_(XP-G3)_IESNA i 108
Manufacturer: Ledil
Luminaire: C14164_STRADA-2X2-ME-WIDE1_(XP-G3) SHhs == O
Lamp: Cree_XP-G3_2x2_(XPGDWT-B1-3C0-S4-0-01) &7 80°
_516.212Im@250mA_P=2.78875W_I=0.250A 173 700
Lamp Output: 1 lamp, rated Lumens/lamp: 516,2 260
Max Candela: 518,3 at Horizontal: 295°, Vertical: 70° 347 60°
Input Wattage: 2,8 - e
Luminous Opening: Rectangle (L: 0,05M, W: 0,05M)
Test: C14164_STRADA-2X2-ME-WIDE1_(XP-G3) = 10° 20° 30° 40°
Test Date: 2016-09-05 Wi
Test Lab: Ledil Oy (EVERFINE) W -90°H
Photometry : Type C
Nema Type: 7 X 6
Roadway Summary Flood Summary
Cutoff Classification: SEMICUTOFF - Horizontal Vertical
Efficiency Lumens S d S d
Distribution: TYPE III, MEDIUM prea prea
Max Cd, 90 Deg Vert: 12,7 Field (10%): 83,8% 432,44 146,6 102,3
Max Cd, 80 to <90 Deg: 55,9 Beam (50%): 15,2% 78,5 22,8 32,7
Lumens % Lamp Total: 96,8%  499,7
Downward Street Side:  381,0 73,8%
Downward House Side:  115,7 22,4%
Downward Total:  496,7 96,2%
Upward Street Side: 1,2 0,2%
Upward House Side: 1,9 0,4%
Upward Total: 3,1 0,6%
Total Lumens:  499,8 96,8%
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Distance in units of mount height (20M) --- Max Cd
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---- Point of Max Cd: 518,3

Reported data calculated from manufacturer's data file, based on IES recommended methods.



