LEDIL

Optics Photometric Report

Filename:
Manufacturer:
Luminaire:
Lamp:
Lamp Output:
Max Candela:
Input Wattage: 1
Luminous Opening:
Test:
Photometry : Type C
Nema Type: 7 X 7

Ledil Oy

Roadway Summary

Cutoff Classification: NONCUTOFF

Distribution: TYPE II, MEDIUM

Max Cd, 90 Deg Vert: 3,4

Max Cd, 80 to <90 Deg: 37,3

Lumens % Lamp

Downward Street Side: 47,5 47,5%

Downward House Side: 47,3 47,3%

Downward Total: 94,8 94,8%

Total Lumens: 94,8 94,8%
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Photometrics Pro 1.3.29 copyright 2003-2017 by jSolutions, Inc.

--- Max Cd

C15135_STRADA-2X2-T1_(MHB-A)_SIMULATED

C15135_STRADA-2X2-T1_(MHB-A)_SIMULATED
Cree MHB-A

1 lamp, rated Lumens/lamp: 100
67,4 at Horizontal: 270°, Vertical: 71°

Rectangle w/Luminous Sides (L: 0,05M, W: 0,05M, H: 0,01M)
SIMULATION

Flood Summary

Efficiency Lumens

Field (10%):
Beam (50%):
Total:

90%
30,3%
94,8%
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M Cd: 60, 90%
Cd: 50, 75%
Cd: 40, 60%

W Cd: 34, 50%

Polar Candela Distribution
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Spread Spread
90,0 169,5 138,1
30,3 32,1 98,4
94,8
IsoCandela Plot
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cd: 27, 40%

W Cd: 20, 30%
Cd: 13, 20%

W Cd: 7, 10%

-~~~ Point of Max Cd: 67,4

Reported data calculated from manufacturer's data file, based on IES recommended methods.



