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Filename: C15932_STRADA-2X2CSP-VSM_(Z8Y19)_SIMULATED_IESNA - i3
Manufacturer: Ledil Oy
Luminaire: C15932_STRADA-2X2CSP-VSM_(Z8Y19) SIMULATED el O
Luminaire Cat: C15932_STRADA-2X2CSP-VSM_(Z8Y19)_SIMULATED EE 80°
Lamp: Seoul Z8Y19 2 70e
Lamp Cat: C15932_STRADA-2X2CSP-VSM_(Z8Y19)_SIMULATED 100 o
Lamp Output: 1 lamp, rated Lumens/lamp: 400 132
Max Candela: 199,5 at Horizontal: 315°, Vertical: 70° 167 g
Input Wattage: 1 =00
) . : | . . . 10° 200 30° 400
Luminous Opening: Rectangle w/Luminous Sides (L: 0,05M, W: 0,05M, H: 0,01M) B - Max Cal H88HH
Test: SIMULATION W -0°H
Test Date: 17 Aug 2017 M -90°H
Test Lab: Ledil Oy
FLASHAREA: 0.000896
Photometry : Type C
Nema Type: 7 X 7
Roadway Summary Flood Summary
Cutoff Classification: CUTOFF Efficiency Lumens Horizontal Vertical
Distribution: Type VS Spread Spread
Max Cd, 90 Deg Vert: 7,4 Field (10%): 91,9% 367,5 133,1 158,5
Max Cd, 80 to <90 Deg: 38,2 Beam (500/0): 42,3% 169,3 109,2 24,9
Lumens % Lamp Total: 93,8% 375,0
Downward Street Side:  188,3 47,1%
Downward House Side:  186,9 46,7%
Downward Total:  375,2 93,8%
Total Lumens:  375,2 93,8%
Isolux Plot IsoCandela Plot
¢ 5 4,3 201 TR -80% -60° -40° -20° 0% 20° 40° B0°  80°
‘ ' H House Side a0
g i ‘
4 E e
3 RN s o
2 . ' :
| , : 200
1 : '
i e
Typel & | i
_________ = Eole el st bl -20°
Tyeell 3 4 5 . h (B (A I
2 Type Il | i ~40°
P el L B s il sl e o Bkt il s
TVPQIV : : : -gQ°
4l i LS, e
() ] : = -20°
—eiogl gl .
5 & &iE Street Side W Cd: 179, 90% cd: 79, 40%
B W 20 LUY 25 LUK 0.2 LUK Cd: 149, 75% B Cd; 60, 30%:
3 1 . o . o
Wi0WX M1LWX  W0,1LUX TotalLLF: 0,69 - Cg: 119, 600 e s Cd: 40, ZD:’-:-
W5LUX  0,5LU% MS0% Max Cd e Coa di s
Distance in units of mount height (20M) --- Max Cd -~~~ Point of Max Cd: 199_{5

Photometrics Pro 1.3.29 copyright 2003-2017 by jSolutions, Inc.

Reported data calculated from manufacturer's data file, based on IES recommended methods.



